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LED-FLOW

Surface Mounted or
Recessed Luminaire

LFL 16.16 Top/Side
LFL 11.19 Side
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LED-FLOW
Surface mounted/Recessed Luminaire
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GENERAL TECHNICAL SPECIFICATIONS
TECHNICAL DRAWINGS
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SIDE BEND LLF 16.16

TOP BEND LLF 16.16

min. 60 mm 
bending radius

DIMENSIONS  [W X H]	 16 x 16 mm  |  Top or side bend
	 11 x 19 mm  |  Side bend
	 Max. length 5000 mm
	 Bending radius min. > 60 mm

POWER CONSUMPTION	 9.6 or 14.4 W/m [White]
	 14.4 W/m [RGB]  |  19.2 W/m [RGB+W]
	 24 VDC

BEAM ANGLE	 Diffuse

LUMINOUS FLUX	 Max. 620 lm/m

SERVICE LIFE	 LED and EVG 50.000 hours at
	 70 % of mean luminous flux

COLOUR TEMPERATURE	 White 2,700/3,000/4,000 Kelvin
	 RGB  |  RBG+W  |  Tuneable White

CRI	 CRI > 80/90

CONTROL INTERFACE	 External driver DMX 512 or DALI

IP RATING	 IP68  |  connection cable with
	 IP67 plug connection

CERTIFICATES	 CE, RoHs

LUMINAIRE	 Mix of clear + opaque PU-resin
	 UV-resistant

MOUNTING	 Surface mounting with clips + profiles
	 Recessed mounting with profiles
	 Magnetic mount. for high design demands

AMBIENT TEMPERATURE	 Ambient temperature –25 °C up to +50 °C 

OPTIONAL	 Mounting profile made of aluminium or
	 stainless steel
	 3D-bend

SIDE BEND LLF 11.19

min. 60 mm 
bending radius
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LED-FLOW
Surface mounted/Recessed Luminaire
LLF 16.16  Top/Side + LLF 11.19 Side

INSTALLATION AND
SUB-CONSTRUCTIONS IP68 DALI/

DMX UV
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LED-Flow profile

Mounting clip

Screw

INSTALLATION LLF 16.16 
TOP/SIDE

INSTALLATION LLF 11.19 
SIDE

MAGNETIC MOUNTING

MAGNETIC MOUNTING

MOUNTING WITH CLIP

MOUNTING WITH CLIP

B-B 1:1

B-B 1:1

C-C 1:1

C-C 1:1

A-A

A-A

Magnet

Holder with screw

Magnet

Holder with screw

16
LED-Flow profile

Screw

Mounting clip
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TTC Timmler Technology GmbH
Christian-Schäfer-Straße 8
D-53881 Flamersheim [Cologne/Bonn]
T	 +49 2255 9212-00
F	 +49 2255 9212-99
E	 info@ado-lights.com
I	 www.ado-lights.com
	 www.led-luc.com
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