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ado-lights.com/tracklights

IP20 DALI

RoHS

Quick infoTechnical data  |  Technical drawing

LED-TRACKLIGHTS
Spotlight for 3-phase track 
LED-Stream LG [low glare] 
LED-Stream S [satinised PMMA]

109

Luminaire: 44 x 70 mm
Lengths: 570/853/1133/1413 mm

One-track adapter

Plasma-chemically anodised with black or 
white ceramic haptics

LG: PMMA cover clear 
S: satinised PMMA coverfor homogeneous 
light emission [standard]  |  Microprismatic 
cover

max. 27 W

LG: 5460/6804 lm

120° diffuse

White  |  3000/4000 Kelvin

CRI > 90

LED > 50 000 hours at 80 % of the output 
luminous flux [L80/F10]

DALI  |  Casambi/BT  |  On/Off

CE  |  RoHS 

IP20

1.9 kg

––

Integrated 
Overload protection 
Overtemperature protection 
Short-circuit proof

––

––

EULUM file see www.ado-lights.com

Dimensions  [W x H x L] 

Mounting

Luminaire housing 

Luminaire cover 
 
 

Power rating

Luminous flux

Beam angle

Colour temperature

Colour rendering index

Service life 

Control interface

Norm/Performance/ 
Certificates

Protection class

Weight

Accessories

Converter 
 
 

Optional

Customised design

Light calculation

 44 

 07 

 853 / 1133 / 1413 

A

16

1

B WVUTSRQPON12LKJIHGFEDC X

XJ LC NA PH R TD F WK 12I OB QE SG U V

15

2

3

4

5

6

7

8

9

10

11

12

13

14

16

3

5

7

9

11

13

1

2

15

4

6

8

10

12

14

ta
ke

 n
ot

ic
e 

of
 D

IN
 3

4 
/ 

Sc
hu

tz
ve

rm
er

k 
na

ch
 D

IN
 3

4 
be

ac
ht

en

 

Zust. Änderung Datum Name

Halbzeug:

1
1

14.11.2024 LG
ADO Lights LED-Stream 855

 kgSchutzvermerk ISO 16016
Weitergabe sowie Vervielfältigung dieses Dokuments, Verwertung und Mitteilung seines 
Inhalts sind verboten, soweit nicht ausdrücklich gestattet. Zuwiderhandlungen 
verpflichten zu Schadenersatz. Alle Rechte für den Fall der Patent-, 
Gebrauchsmuster- oder Geschmacksmustereintragung vorbehalten.

Modell.Nr.:
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 Form. Rev.:

1:1

von:

Name
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Typ:

24111402

 

 

Werkstoff:
Benennung:

Zeichnungs-Nr.: Blatt:

Datum

Maßstab:

Oberflächensymbole ISO 1302 (IN 4-013)
Allgemeintoleranzen ISO 2768 mK
Tolerierung ISO 8015

 

Gewicht:

  

https://ado-lights.com/products/led-tracklight/?lang=en



